MASSACHUSETTS ESTUARIES PROJECT

X. REFERENCES

Applied Coastal Research and Engineering, Inc., Applied Science Associates, Inc., and School
of Marine Science and Technology, University of Massachusetts at Dartmouth. 2001.
Water Quality Analyses of Coastal Embayments in Chatham, MA. Mashpee, MA.

Aubrey Consulting, Incorporated, (1997). “Hydrodynamic and Tidal Flushing Study of Pleasant
Bay Estuary, MA.” Report prepared by John S. Ramsey for the Pleasant Bay Steering
Committee.

Brigham Young University (1998). “User’s Manual, Surfacewater Modeling System.”

Cambareri, T.C. and E.M. Eichner. 1998. Watershed Delineation and Ground Water Discharge
to a Coastal Embayment. Ground Water. 36(4): 626-634.

Cape Cod Commission, (1998). “Cape Cod Coastal Embayment Project.” Barnstable, MA.

Cape Cod Commission Water Resources Office, 1991. Technical Bulletin 91-001, Nitrogen
Loading.

Cape Cod Commission Water Resources Office, 1998. Cape Cod Coastal Embayment Project
Interim Final Report.

Cape Cod Commission. 1996. "Monomoy Capacity Study, Summary Report".

Cape Cod Commission. 1998. Pleasant Bay Nitrogen Loading Study, Final Report May 1998,
Water Resources Office, Cape Cod Commission.

Cape Cod Commission. 2000. "Coastal Nitrogen Loading Project".

Cape Cod Commission. 1993. "Monomoy Lens Groundwater Protection Project”

Carmichael, R.H. and B. Annett and |. Valiela. 2004. Nitrogen loading to Pleasant Bay, Cape
Cod: application of models and stable isotopes to detect incipient nutrient enrichment of

estuaries. Marine Pollution Bulletin 48:137-143.

Chatham Water Quality Laboratory 2005. Chatham Coastal Water Quality Nutrient Monitoring
Program: Year 5 Summary Report. R. Duncanson Director, 35 pp.

Duncanson, R., 2000. Memorandum dated March 20, 2000 to the Comprehensive Wastewater
Management Plan TAC and CAC and to others describing the Town of Chatham’s Coastal
Water Nutrient Monitoring Program. 9 pp.

Duncanson, R. (2000). Personal Communication. Water Quality Laboratory, Town of
Chatham, MA

Dyer, K.R. (1997). Estuaries, A Physical Introduction, 2" Edition, John Wiley & Sons, NY, 195
Pp.

223



MASSACHUSETTS ESTUARIES PROJECT

Earth Tech, Inc., (2002). Groundwater modeling in support of a comprehensive wastewater
management plan, Chatham, MA. Technical Report to the Chatham Water Department,
90 pp.

Eichner, E.M. and T.C. Cambareri. 1992. Technical Bulletin 91-001: Nitrogen Loading. Cape
Cod Commission, Water Resources Office, Barnstable, MA. Available at:
http://www.capecodcommission.org/requlatory/NitrogenLoadTechbulletin.pdf

Eichner, E.M., T.C. Cambareri, G. Belfit, D. McCaffery, S. Michaud, and B. Smith. 2003. Cape
Cod Pond and Lake Atlas. Cape Cod Commission. Barnstable, MA.

Eichner, E.M., T.C. Cambareri, K. Livingston, C. Lawrence, B. Smith, and G. Prahm. 1998.
Cape Coastal Embayment Project: Interim Final Report. Cape Cod Commission,
Barnstable, MA.

Eichner, E.M., K. Livingston, B. Smith, and V. Morrill. 1998. Pleasant Bay Nitrogen Loading
Analysis. Cape Cod Commission, Water Resource Office. Barnstable, MA.

Geise, G.S. (1988). “Cyclical Behavior of the Tidal Inlet at Nauset Beach, Massachusetts:
Application to Coastal Resource Management.” In: Lecture Notes on Coastal and
Estuarine Studies, Volume 29, Symposium on Hydrodynamics and Sediment Dynamics of
Tidal Inlets (D. Aubrey and L. Weishar, eds.), Springer-Verlag, NY, pp. 269-283.

Henderson, F. M. (1966). Open Channel Flow. Macmillan Publishing Company, New York. pp.
96-101.

Horne, G.S. and C.F. Horne. 2001. Reconnaissance Hydrography of the Upper Reaches of
Little Pleasant Bay, Orleans MA.

Horsley Witten Hegemann, Inc. (1992). “Comprehensive Harbor Management Plan, Chatham,
Massachusetts.” Report prepared for the Chatham Harbor Planning Committee. 157 pp.
+ appendices.

Howes, B.L. and D.R. Schlezinger, 2000. Excel spreadsheet: summary tables of nutrient flux
from 48 sediment cores collected from Chatham coastal embayments July 18-20, 2000.
Coastal Systems Program, SMAST, Umass Dartmouth.

Howes B., S. W. Kelley, J. S. Ramsey, R. Samimy, D. Schlezinger, J. Wood, E. Eichner (2004).
Linked Watershed-Embayment Model to Determine Critical Nitrogen Loading Thresholds
for Popponesset Bay, Mashpee and Barnstable, Massachusetts. @ Massachusetts
Estuaries Project, Massachusetts Department of Environmental Protection. Boston, MA.

Howes B., S. W. Kelley, J. S. Ramsey, R. Samimy, D. Schlezinger, E. Eichner (2003).
Linked Watershed-Embayment Model to Determine Critical Nitrogen Loading Thresholds
for Stage Harbor, Sulphur Springs, Taylors Pond, Bassing Harbor and Muddy Creek,
Chatham, Massachusetts. Massachusetts Estuaries Project, Massachusetts Department
of Environmental Protection. Boston, MA.

Howes, B.L. and J.S. Ramsey. 2002. Water Quality & Habitat Health of the Embayment
Systems of Orleans, MA, Progress Report from the 2001 & 2002 Field Seasons:

224



MASSACHUSETTS ESTUARIES PROJECT

Water Quality Monitoring and Hydrodynamic Modeling. Technical Report to the Orleans
Wastewater Management Steering Committee. Coastal Systems Program, School for
Marine Science and Technology — University of Massachusetts Dartmouth, 76 pp

Kelley, S.W., J.S. Ramsey, J.M. C6té, and Jon D. Wood, 2001. Tidal flushing analyses of
coastal embayments in Chatham, MA. Applied Coastal Research and Engineering report
to the Town of Chatham.

King, lan P. (1990). "Program Documentation - RMA2 - A Two Dimensional Finite Element
Model for Flow in Estuaries and Streams." Resource Management Associates, Lafayette,
CA.

Lindeburg, Michael R. (1992). Civil Engineering Reference Manual, Sixth Edition. Professional
Publications, Inc., Belmont, CA.

Massachusetts Department of Environmental Protection. 1999. DEP Nitrogen Loading
Computer Model Guidance. Bureau of Resource Protection. Boston, MA. Available at:
http://www.state.ma.us/dep/brp/dws/techtool.htm

Massachusetts Department of Revenue. November, 2002. Property Type Classification Codes.

Metcalf & Eddy. 1983. "Report to the United States Environmental Protection Agency on the
Affordability of Sewers in the Town of Orleans, Massachusetts".

Michael T. Hoover, Ph.D. 1997. A Framework for Site Evaluation, Design, and Engineering of
On-Site Technologies Within a Management Context".

Millham, N.P. and B.L. Howes, (1994a). Freshwater flow into a coastal embayment:
groundwater and surface water inputs. Limnology and Oceanography 39: 1928-1944.

Millham, N.P. and B.L. Howes (1994b). Patterns of groundwater discharge to a shallow coastal
embayment. Marine Ecology Progress Series 112:155-167.

Norton, W.R., I.P. King and G.T. Orlob (1973). "A Finite Element Model for Lower Granite
Reservoir", prepared for the Walla Walla District, U.S. Army Corps of Engineers, Walla
Walla, WA.

Pleasant Bay Technical Advisory Committee, and Ridley & Associates, Inc., 1998. Pleasant Bay
resource management plan. Report to the Pleasant Bay Steering Committee, 158 pp +

appx.

Pleasant Bay Citizen Water Quality Monitoring Program: 2000. Raw Data from the Orleans
Marine Water Quality Task Force (1998-2000.)

Pleasant Bay Citizen Water Quality Monitoring Program 2001. Quality Assurance Project Plan.
Ramsey, J.S., B.L. Howes, S.W. Kelley, and F. Li (2000). “Water Quality Analysis and
Implications of Future Nitrogen Loading Management for Great, Green, and Bournes

Ponds, Falmouth, Massachusetts.” Environment Cape Cod, Volume 3, Number 1.
Barnstable County, Barnstable, MA. pp. 1-20.

225



MASSACHUSETTS ESTUARIES PROJECT

Ramsey, John S., Jon D. Wood, and Sean W. Kelley, (1999). “Two Dimensional Hydrodynamic
Modeling of Great, Green, and Bournes Ponds, Falmouth, MA.” Applied Coastal
Research and Engineering, Inc. report prepared for the Town of Falmouth and Horsley &
Witten, Inc. 41 pp.

Ramsey, J.S. 1997. Hydrodynamic and Tidal Flushing Study of Pleasant Bay Estuary, MA.
Aubrey Consulting, Inc. Report.

Shepard, F.C. Waquoit Bay National Estuarine Research Reserve. 1996. "Managing
Wastewater: Prospects in Massachusetts for a Decentralized Approach”.

Shepard, F.C. Waquoit Bay National Estuarine Research Reserve. 1996. "A Massachusetts
Guide to Needs Assessment and Evaluation of Decentralized Wastewater Treatment
Alternatives".

Smith, K.N. and B.L. Howes, 2006. Attenuation of watershed nitrogen by a small New England
salt marsh. Manuscript in review

Stearns and Wheeler, LLC. (1999). “Final Needs Assessment Report for Comprehensive
Wastewater Management Planning Study.” Report prepared for the Town of Chatham.

Stearns and Wheler, 2001. Summary of existing and future nitrogen loading (kg/yr), Pleasant
Bay embayments in Chatham. Word document file communicated by R. Duncanson,
Chatham Water Quality Laboratory.

Taylor, C.D. and B.L. Howes, 1994. Effect of sampling frequency on measurements of
seasonal primary production and oxygen status in near-shore coastal ecosystems.
Marine Ecology Progress Series 108: 193-203.

Town of Orleans. 1997. "Nutrient Monitoring of Orleans Salt Water Ponds of Pleasant Bay".

USGS web site for groundwater data for Massachusetts and Rhode Island:
http://ma.water.usgs.gov/ground_water/ground-water_data.htm

Van de Kreeke, J. (1988). “Chapter 3: Dispersion in Shallow Estuaries.” In: Hydrodynamics of
Estuaries, Volume |, Estuarine Physics, (B.J. Kjerfve, ed.). CRC Press, Inc. pp. 27-39.

Walter, D.A., A. Whealan (2004). Simulated Water Sources and Effects of Pumping on Surface
and Ground Water, Sagamore and Monomoy Flow Lenses, Cape Cod, Massachusetts.
USGS Scientific Investigations Report 2004-5181

Wineman, R.J. 1997. Orleans Marine Water Quality Task Force: Nutrient Project. Report to
Town of Orleans.

Wood, J.D., J.S. Ramsey, and S. W. Kelley, (1999). “Two-Dimensional Hydrodynamic Modeling
of Barnstable Harbor and Great Marsh, Barnstable, MA.” Applied Coastal Research and
Engineering, Inc. report prepared for the Town of Barnstable. 28 pp.

Woods Hole Group, (1998). “Revised Flushing Calculations for Pleasant Bay Estuary.” Report
revisions prepared for the Pleasant Bay Steering Committee.

226



MASSACHUSETTS ESTUARIES PROJECT

Woods Hole Group, (1999¢). “Re: Pleasant Bay/Ryder Cove Tidal Flushing Study.” Letter from
Bob Hamilton to Dr. Robert Duncanson dated October 21, 1999.

Woods Hole Group, (1999d). “Results of updated Pleasant Bay Estuary flushing modeling.”
Letter from Bob Hamilton to Dr. Robert Duncanson dated December 16, 1999.

Zimmerman, J.T.F. (1988). “Chapter 6: Estuarine Residence Times.” In: Hydrodynamics of
Estuaries, Volume |, Estuarine Physics, (B.J. Kjerfve, ed.). CRC Press, Inc. pp. 75-84.

227



